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Power Supply Unit

Model PSU-015
Ref. 1123

● Mains voltage : 100-240 VAC
● Output voltage/current : +15 VDC / 3.3 A
● Dimensions : 40 x 65 x 130 mmPSU-015

● Amplification of 8 SAT-IF polarizations and 1 Terrestrial-TV signal for compensating through losses of multiswitches, taps, splitters and interconnection
cables in 9-cable distribution systems. Two line amplifiers can be used to amplify 16 IF and 1 TV signals in 17-cable systems.

● Cascadeable with multiswitches RC-9000 and other 9-cable system components.
● Two models for two levels of gain and RF power.
● Continuous attenuation adjustment. Fixed or adjustable slope response for satellite frequencies, depending on model.
● Line powering (+15 VDC) through input or output SAT lines, with passing switch. Also local powering using the PSU-015 power supply (see below).

Three LEDs inform about power connection and +15 VDC presence at the input and output SAT ports.
● Indoor mounting. Wall fixing.
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Model

Reference

Powering mode

Line inputs

Line outputs

RL-9200

1121

Remote/Local  (DC)

8 SAT + 1 TERR

8 SAT + 1 TERR

114

111

116

110

950 - 2200

47 - 862

30  (±1)

25  (±1)

0 - 15

0 - 15

0 - 8

0 - 8

≤≤≤≤≤ 8

≤≤≤≤≤ 8

≥≥≥≥≥ 65

≥≥≥≥≥ 10

+15VDC  / 850mA

1

1 2

1.150

female F

(2x) DC socket

-20 ... +50

200 x 140 x 85

RL-9200

Sat

Terr

RL-9100

1122

Remote/Local  (DC)

8 SAT + 1 TERR

8 SAT + 1 TERR

110

104

112

106

950 - 2200

10 - 862

15...18  (±1)
(3 dB fixed slope)

18  (±1)

0 - 15

0 - 15

—

—

≤≤≤≤≤ 5

≤≤≤≤≤ 5

≥≥≥≥≥ 65

≥≥≥≥≥ 12

+15VDC  / 670mA

1

1 2

1.330

female F

(2x) DC socket

-20 ... +50

220 x 70 x 35

Sat

Terr

RL-9100

Sat

Terr

Sat

Terr

-35dB IMD3, EN 50083-3

-35dB IMD2, EN 50083-3

Sat

Terr

-60dB IMD3, DIN 45004B

-60dB IMD2, EN 50083-3

Notes
1 Remote powering through SAT

input or output ports. DC jacks for
local powering.

2 Passing switch.
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DC transit

SAT-IF MULTISWITCHES
«RC» — Cascadeable Multiswitches Equipment

Line Amplifiers for 8 SAT-IF Polarizations and 1 Terrestrial Signal


